
architectural loudspeakers



It makes sense that a company with 

a sonic heritage as distinguished as  

Pioneer’s would meet the challenge 

head on when it comes to perfecting  

architectural loudspeaker systems.

Pioneer began making speakers— 

and history—in 1938, with the intro-

duction of the Model A-8 loudspeaker,  

establ ishing the company as an  

industry leader and setting the stage 

for innovations to come.

Best-in-class engineering is a found-

ing principle at Pioneer, with engi-

neering milestones and landmark prod-

ucts across the audio and video land-

scape. Pioneer is the leader in A/V 

receiver and optical disc technolo-

gy, pushing the performance of sound 

and pictures beyond the limits of reality.

It’s all in the engineering, and no one 

knows better than Director of Speak-

er Engineering Andrew Jones. World-  

renowned for his work in sound repro-

duction, Jones and his team furthered 

the state of the art with Pioneer’s CST 

driver technology and the groundbreak-

ing TAD and EX Series loudspeakers. 

Now, the company that set the stan-

dard for sonic excellence introduces 

a complete range of in-wall, in-ceiling 

and subwoofer systems—27 models 

built for nearly every application—with 

the same commitment to the ultimate 

home entertainment experience that 

has long established Pioneer as the 

first choice of professional installers.

Pioneer® and Elite® Architectural Loudspeakers.
In-Wall and In-Ceiling Solutions for People as Serious 

About Home Entertainment as We Are.

advancing the science of sound.

The CST Advantage: No Ordinary In-Walls.
Pioneer’s Coherent Source Transducer is a driver technology evolved from 

cutting-edge TAD and EX Series loudspeakers. A time-coherent point source, 

the CST delivers the most accurate mid and high frequencies over a wide area, 

while drastically minimizing distortion resulting from time-delay anomalies.



Based on the award-winning EX platform, Pioneer introduces a reference-class system that redefines the architectural  

speaker category. The Elite EX Series is specifically designed to deliver the most faithful reproduction in dedicated 

home cinema and two-channel systems for critical listeners who revel in pristine performances and ultimate fidelity. 

CST Technology: Cinephiles and Audiophiles Rejoice.

elite ex series speakers

S-IC691A

6¹/² Reference Standard 
In-Ceiling CST Speaker

S-IW691

 6¹/² Reference Standard 
 In-Wall CST Speaker

S-IW891

7¹/16 Reference Standard 
In-Wall CST Speaker

S-IW691L

6¹/² Reference Standard In-Wall CST LCR Speaker

S-IC891A

7¹/16 Reference Standard 
In-Ceiling CST Speaker

S-W1EX

12 Reference Standard 
Powered Subwoofer

•  Coherent Source Transducer  

(CST) Technology

• Three-Way Design

•  13/16 Ceramic Graphite Tweeter 

•  51/2 Magnesium Midrange

• Laminated MDF Baffle 

•  Aramid/Carbon Composite  

Shell Woofer

• Treble Contour Control

• Phase Control Design

•  Angled and LCR Configurations  

for Home Cinema Applications Integrates with Floor-Standing EX Models



Equipped with the latest CST driver technology and materials inspired by our reference-class platforms, the Elite line 

is designed to complete the lossless, full definition home theater experience. A three-way in-wall, along with two angled 

in-ceiling LCR models, offer even greater flexibility for high performance installations.

Studio Inspired Performance.

elite speakers

•  Coherent Source Transducer  

(CST) Technology

•  1¹/² Titanium Tweeter

•  Woven Aramid Fiber Woofer

•  Cast Aluminum Chassis

•  Treble & Bass Contour Controls

•  Phase Control Design

•  Thermal Protection Circuit

•  High Power Handling

•  Angled and Three-way LCR  

Configurations for Home Theater 

Applications

S-IW571L

5¹/4 In-Wall CST LCR Speaker

S-IC671A

6¹/² In-Ceiling CST LCR Speaker

S-IC871A

8 In-Ceiling CST LCR Speaker

S-IW671-LR

6¹/² In-Wall CST Speaker

S-IW871-LR

8 In-Wall CST Speaker

S-LX70-W

12 Compact Powered Subwoofer 

with Gloss Black Finish



These models offer a range of application solutions that challenge industry 

convention with benchmark entry-level performance and build quality, expand-

ing the entertainment experience throughout the home.

Engineering Prowess In Its Purest Form.

pioneer custom speakers

S-IW531L

 5¹/4 In-Wall LCR Speaker

S-IW631-LR

6¹/² In-Wall Speaker

S-IW831-LR

8 In-Wall Speaker

S-IC631-LR

6¹/² In-Ceiling Speaker

S-IC831-LR

8 In-Ceiling Speaker

S-IC621D

6¹/² In-Ceiling Dual 
Voice Coil Speaker

S-IC821D

8 In-Ceiling Dual 
Voice Coil Speaker

•  1Pivoting Soft Dome Tweeter 

•  Polypropylene Woofer

• 3-Position Treble Contour Control

• Phase Control Design

•  Thermal Protection Circuit

• 100-Watt Power Handling

•  In-Wall LCR Fits Within Standard 

16 Stud Spacing

•  61/2 and 8 Humidity Resistant  

Single-Point Stereo Options

(Speaker grille included)

S-W601

 12 Powered Subwoofer

S-W301

 8 Powered Subwoofer
(Speaker grille included) (Speaker grille included)

S-W501

 10 Powered Subwoofer

For home theater or multiroom appl ications that demand performance  

superior to pivoting driver designs, Pioneer CST speakers offer an affordable 

experience based upon our acclaimed driver technology.

Performance Beyond the Pivoting Tweeter.

pioneer cst speakers

•  Coherent Source Transducer 

(CST) Technology

•  11/2 Aluminum Tweeter 

•  Mica-Filled IMPP Woofer

• Treble and Bass Contour Controls

• Phase Control Design

•  Thermal Protection Circuit

• 120-Watt Power Handling

S-IW651-LR

6¹/² In-Wall CST Speaker

S-IW851-LR

8 In-Wall CST Speaker

S-IC651-LR

6¹/² In-Ceiling
CST Speaker

S-IC851-LR

8 In-Ceiling
CST Speaker

The added authority of three powered subwoofers perfectly complement audio 

and video systems built around the Pioneer and Pioneer CST series speakers. 

pioneer subwoofers

S-IW551L

5¹/4 In-Wall CST LCR Speaker



Coplanar: Separate Woofer and Tweeter
Acceptable sound is only achieved over a relatively small 

area due to mismatched directivities and driver interference.

coplanar pioneer cst technology pioneer cst technologycoaxialcoaxial

Coaxial Driver: Concentric, Not Coherent
Improves upon coplanar designs, with a larger but still 

limited listening area by eliminating driver interference.

CST: Coherent Source Transducer
Matched directivity and elimination of driver interfer-

ence results in sound as realistic off-axis as on-center.

cst: coherent source transducer.
the concentric solution.

from a single point source, maximizing  

image stabil i t y and dramatical ly  

reducing interference. 

Directivity is precisely controlled 

at al l frequencies, and direct and 

reflected sound arrives at the listener 

w ith matched t imbre—especial ly 

important with in-ceiling speakers, 

where unwanted reflections compro-

mise clarity and impact.

Listeners enjoy a wider sweet spot 

than w ith pivot ing copl anar and 

The CST employs a tweeter, con-

centr ical ly mounted at the apex 

of the bass /midrange driver cone 

to maintain sonic coherence and  

seamless linearity. This configuration 

ensures that sound propagates as if 

coaxial designs, while the CST’s  

control l ed dispersion increases 

f lex ibility and installation options. 

Uniform delivery of sound means that 

even off-axis positions can promise 

the excitement of a front-row seat.

The CST Uses Technology Developed From the TAD Reference One and EX Series Speakers.



Model Line Elite EX Series In-Wall Speakers Elite EX Series In-Ceiling Speakers Elite In-Wall Speakers Elite In-Ceiling Speakers
Model Number S-IW691 S-IW891 S-IW691L S-IC691A S-IC891A S-IW671-LR S-IW871-LR S-IW571L S-IC671A S-IC871A

Bass Driver Cone Diameter
Diaphragm

61/2 (16cm) 
Aramid/Carbon

Composite

71/16 (18cm)
Aramid/Carbon  

Composite

61/2 (16cm) x2
Aramid/Carbon  

Composite

61/2 (16cm)
Aramid/Carbon  

Composite

71/16 (18cm)
Aramid/Carbon

Composite 61/2 (16cm) 
Aramid Fiber

8 (20cm)
Aramid Fiber

51/4(13cm) x 2
Aramid Fiber 61/2 (16cm)

Aramid Fiber
8 (20cm)

Aramid Fiber

CST Driver

Midrange Diameter
Diaphragm

51/2 (14 cm) 
Magnesium 

51/2 (14 cm) 
Magnesium 

51/2 (14 cm) 
 Magnesium

51/2 (14 cm) 
Magnesium 

51/2 (14 cm)
Magnesium

61/2 (16cm) 
 Aramid Fiber

Tweeter Diameter
Diaphragm

13/16 (30mm)
Ceramic Graphite

13/16 (30mm)
Ceramic Graphite

13/16 (30mm)
Ceramic Graphite

13/16 (30mm)
Ceramic Graphite

13/16 (30mm)
Ceramic Graphite

11/2 (38mm)
Titanium

11/2 (38mm)
Titanium

11/2 (38mm)
Titanium

11/2 (38mm)
Titanium

11/2 (38mm)
Titanium

Treble Level 2-position 
+, 0

2-position 
+, 0

2-position 
+, 0

2-position 
+, 0

2-position 
+, 0

3-position 
+, 0, -

3-position 
+, 0, -

3-position 
+, 0, -

3-position 
+, 0, -

3-position 
+, 0, -

Bass Level -- -- -- -- -- 2-position 
+, 0

2-position 
+, 0 -- 2-position 

+, 0
2-position 

+, 0

Impedance 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms 6 ohms
Sensitivity 87dB/2.83V 87dB/2.83V 87dB/2.83V 87dB/2.83V 87dB/2.83V 88dB/2.83V 89dB/2.83V 88dB/2.83V 88dB/2.83V 89dB/2.83V
Frequency Range 28-100kHz 26-100kHz 26-100kHz 28-100kHz 26-100kHz 32-40kHz 28-40kHz 33-40kHz 32-40kHz 28-40kHz
Crossover Frequency 420Hz/2.5kHZ 420Hz/2.5kHZ 420Hz/2.5kHZ 480Hz/2kHZ 480Hz/2kHZ 2.2kHz 2kHz 450Hz/2kHZ 2.2kHZ 2kHZ
Maximum Power 150W 150W 150W 150W 150W 130W 130W 130W 130W 130W

Weight (kg)
 (lb,oz)

6.0kg 6.2kg 8.2kg 4.7kg 5.0kg 3.2kg 3.2kg 5.9kg 3.1kg 3.1kg
13lb, 4 oz 13lb, 11 oz 18lb, 1oz 10lb, 6 oz 11lb 7lb, 4oz 7lb, 4 oz 13lb, 1oz 6lb, 13oz 6lb, 13oz

Size (mm) 309 x 491 x 107 309 x 491 x 107 676 x 294 x 102 340  x  225 340  x  225 254 x 354 x 91 254 x 354 x 91 525 x 225 x 85 294 x 134 294 x 135
WxHxD/O.D.xD (inch) 123/16 x 195/16 x 43/16 123/16 x 195/16 x 43/16 265/8 x 119/16 x 4 133/8 x 87/8 133/8 x 87/8 10 x 135/16 x 39/16 10 x 135/16 x 39/16 2021/32 x 827/32 x 311/32 119/16 x 59/32 119/16 x 55/16
Hole Size (mm) 273 x 455 273 x 455 640 x 258 305 305 219 x 319 219 x 319 490 x 190 258 258
WxH/O.D. (inch) 103/4  x 1715/16 103/4  x 1715/16 253/16  x 103/16 12 12 85/8  x 129/16  85/8  x 129/16 199/32  x 71/2 103/16 103/16

Model Line Pioneer CST In-Wall Speakers Pioneer CST In-Ceiling Speakers
Model Number SIW651-LR S-IW851-LR S-IW551L S-IC651-LR S-IC851-LR

CST Driver

Woofer Diameter
Diaphragm

61/2 (16cm) 
Mica-filled IMPP

8 (20cm)
Mica-filled IMPP

51/4 (13 cm) x 2
Mica-filled IMPP

61/2 (16cm)
Mica-filled IMPP

8 (20cm)
Mica-filled IMPP

Tweeter Diameter
Diaphragm

11/2 (38mm)
Aluminum

11/2 (38mm)
Aluminum

11/2 (38mm)
Aluminum

11/2 (38mm)
Aluminum

11/2 (38mm)
Aluminum

Treble Level 3-position 
+, 0, -

3-position 
+, 0, -

3-position 
+, 0, -

3-position 
+, 0,-

3-position 
+, 0,-

Bass Level 2-position 
0,-

2-position 
0, - -- 2-position 

0, -
2-position 

0, -

Impedance 8 ohms 8 ohms 6 ohms 8 ohms 8 ohms
Sensitivity 86dB/2.83V 87dB/2.83V 87dB/2.83V 86dB/2.83V 87dB/2.83V
Frequency Range 32-40kHz 28-40kHz 33-40kHz 32-40kHz 28-40kHz
Crossover Frequency 2kHz 2kHz 400Hz/2kHZ 2kHz 2kHz
Maximum Power 120W 120W 120W 120W 120W

Weight (kg)
 (lb,oz)

3.2kg 3.2kg 5.7kg 3.1kg 3.1kg
7lb, 1 oz 7lb, 1 oz 12lb, 9oz 6lb, 13oz 6lb, 13 oz

Size (mm) 254 x 354 x 91 254 x 354 x 91 525 x 225 x 85 294 x 115 294  x  116
WxHxD/O.D.xD (inch) 10 x 135/16 x 39/16 10 x 135/16 x 39/16 2021/32 x 827/32 x 311/32 119/16 x 41/2 119/16 x 49/16
Hole Size (mm) 219 x 319 219 x 319 490 x 190  258 258

WxH/O.D. (inch) 85/8  x 129/16  85/8  x 129/16 199/32  x 71/2 103/16 103/16
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Bass Driver
 Cone Diameter 61/2 (16cm)  8 (20cm) 51/4 (13cm) x2 61/2 (16cm) 8 (20cm) 61/2 (16cm) 8 (20cm)

 Diaphragm Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene

Tweeter Diameter 1 (25mm) 1 (25mm) 1 (25mm) 1 (25mm) 1 (25mm) 1 (25mm)x2 1 (25mm)x2
  Diaphragm Polyester Polyester Polyester Polyester Polyester PEI PEI

Treble Level  3-position 3-position 3-position 3-position 3-position 2-position 2-position
   +, 0, - +, 0, - +, 0, - +, 0, - +, 0, - +,- +,-

Impedance  8 ohms 8 ohms 6 ohms 8 ohms 8 ohms 8+8 ohms 8+8 ohms

Sensitivity  86dB/2.83V 87dB/2.83V 87dB/ 2.83V 86dB/2.83V 87dB/2.83V 89dB/(2.83V+2.83V) 91dB/(2.83V+2.83V)
Frequency Range  32-30kHz 28-30kHz 33-30kHz 32-30kHz 28-30kHz 32-25kHz 28-25kHz
Crossover Frequency 2.2kHz 2.2kHz 2.4kHz 2.2kHz 2.4kHz 2.8kHz 2.8kHz

Maximum Power  100W  100W  100W  100W 100W 50+50W 50+50W
Weight (kg) 2.0kg 2.0kg 2.9kg 1.9kg 1.9kg 2.0kg 2.0kg
 (lb,oz) 4lb, 7 oz 4lb,7 oz 6lb, 6 oz 4lb, 3 oz 4lb, 3 oz 4lb,7 oz 4lb, 7 oz
Size (mm) 254 x 354 x 87 254 x 354 x 87 207 x 399 x 81 294 x 113 294 x 113 294 x 113 294 x 113

WxHxD/O.D.xD (inch) 10 x 1315/16 x 37/16 10 x 1315/16 x 37/16 81/8 x 1511/16 x 33/16 119/16 x 47/16 119/16 x 47/16 119/16 x 47/16 119/16 x 47/16
Hole Size (mm) 219  x 319 219  x 319  171 x 363 258  258 258 258

WxH/O.D. (inch) 85/8 x 129/16 85/8 x 129/16 63/4 x 145/16 103/16  103/16   103/16  103/16

Model Line                                                               Pioneer In-Wall Speakers                                                                       Pioneer In-Ceiling Speakers 
Model Number  S-IW631-LR S-IW831-LR S-IW531L S-IC631-LR S-IC831-LR S-IC621D S-IC821D




